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SECTION A - SUPPLEMENTAL INFORMATION

Amendment 0003

The following changes are to Attachment 1 ATPD-2301 HMEE:

1.   Paragraph 2.2.1 Specification, standards and handbooks

Under DEPARTMENT OF DEFENSE, Change to add the standard:

MIL-DTL-64159, Coating, Water Dispersible Aliphatic Polyurethane, Chemical Agent Resistant

Under DEPARTMENT OF DEFENSE, Change to delete the standard:

MIL-STD 2169B High Altitude Electromagnetic Pulse (HEMP) Environment, 17 Dec 93

2.   Paragraph 3.2.1.5 Finish:

Paragraph as released with solicitation (first sentence only):

All external surfaces of the tractor suitable for painting, except those that reach a temperature of 400 F, shall have a chemical agent

resistant coating (CARC) in accordance with (IAW) MIL-C-46168 or MIL-C-53039 and also MIL-C-53072.

Paragraph changed to reflect option to use water based CARC paint standard (first sentence only):

All external surfaces of the tractor suitable for painting, except those that reach a temperature of 400 F, shall have a chemical agent

resistant coating (CARC) in accordance with (IAW) MIL-C-46168 or MIL-C-53039 or MIL-DTL-64159 and also MIL-C-53072.

3.   Paragraph 3.2.3.1.5 Fuel System

Paragraph as released with solicitation:

The fuel system shall conform to FMCSR 393.65 and 393.67, and include a fuel strainer/filter; a water separator, with provisions for

draining sediment; and a self-priming, fuel injection pump.  The strainer/filter shall be located between the fuel tank and transfer

pump and shall be readily accessible for inspection and replacement.

Paragraph changed to reflect need to be compatible with US Army refueling systems (addition of last sentence only):

The fuel system shall conform to FMCSR 393.65 and 393.67, and include a fuel strainer/filter; a water separator, with provisions for

draining sediment; and a self-priming, fuel injection pump.  The strainer/filter shall be located between the fuel tank and transfer

pump and shall be readily accessible for inspection and replacement.  The tank shall be able to receive fuel from a refueling nozzle

with a 2-inch O.D. spout with sufficient air release clearance for a flow rate of not less than 20 gallons per minute.

4.   Paragraph 3.2.3.1.6 Exhaust System

Paragraph as released with solicitation:

The exhaust system shall be leak-proof and the point of exhaust shall be located so as not create a toxic or nausea hazard to the

operator or personnel performing maintenance tasks with the engine operating.  The system shall also provide protection against burn

hazards to personnel.  The exhaust pipe(s) shall be configured or equipped to prevent entry of precipitation; and furnished with a spark-

arresting muffler, located away from the fuel system and any other flammable components.

Paragraph changed to reflect requirement for a spark arresting muffler(last sentence only):

The exhaust system shall be leak-proof and the point of exhaust shall be located so as not create a toxic or nausea hazard to the

operator or personnel performing maintenance tasks with the engine operating.  The system shall also provide protection against burn

hazards to personnel.  The exhaust pipe(s) shall be configured or equipped to prevent entry of precipitation; and for naturally

aspirated engines, furnished with a spark-arresting muffler, located away from the fuel system and any other flammable components.

5.   Paragraph 3.6.3.1.4 High-altitude EMP (HEMP)

Paragraph as release with solicitation:

The system shall meet its operational performance requirements after being subject to the HEMP environment.  Recycling power to restore

operations is acceptable. The HEMP environment is defined by MIL-STD-464 Figure 3 and MIL-STD 2169B (Classified SECRET).  In the event

of conflicts between MIL-STD 464 and MIL-STD 2169B (Classified SECRET), MIL-STD 2169B (Classified SECRET) shall be used.

Paragraph changed to reflect the deletion of the requirement to meet the classified MIL-STD 2169B:
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The system shall meet its operational performance requirements after being subject to the HEMP environment.  Recycling power to restore

operations is acceptable.  The HEMP environment is defined by MIL-STD-464 Figure 3.

6.   Paragraph 3.6.4.1 Roll over protective structure (ROPS) / Falling object protective structure (FOPS).

Paragraph as released with solicitation:

The tractor shall be equipped with combination ROPS and FOPS provisions, which may be inherent to the cab.  The provisions shall conform

to the Occupational Safety and Health Act (OSHA) Standards for Construction Equipment, and shall meet the requirements of SAE J1040

(ROPS) and J/ISO 3449 (FOPS), respectively.  Quick disconnect fittings (electric, hydraulic, etc.) shall be provided if the ROPS/FOPS

cab, or structure, as applicable, is removable.  The tractor shall be capable of being driven when an integral ROPS/FOPS cab is removed.

 Lifting eye(s) conforming to dimensional and strength requirements of MIL-STD-209 shall be provided for ROPS and FOPS structure or

ROPS/FOPS cab removal.

Paragraph changed to clarify the nature of the ROPS/FOPS cab (next to last sentence only):

The tractor shall be equipped with combination ROPS and FOPS provisions, which may be inherent to the cab.  The provisions shall conform

to the Occupational Safety and Health Act (OSHA) Standards for Construction Equipment, and shall meet the requirements of SAE J1040

(ROPS) and J/ISO 3449 (FOPS), respectively.  Quick disconnect fittings (electric, hydraulic, etc.) shall be provided if the ROPS/FOPS

cab, or structure, as applicable, is removable.  When applicable, the tractor shall be capable of being driven when a ROPS/FOPS cab is

removed.  Lifting eye(s) conforming to dimensional and strength requirements of MIL-STD-209 shall be provided for ROPS and FOPS

structure or ROPS/FOPS cab removal.

7.   Paragraph 4.5.7.17 Impact Wrench

Paragraph as released with solicitation:

The contractor shall demonstrate, or provide evidence of, the wrench's compliance with minimum parameters for performance, as specified.

 Additionally, to demonstrate its suitability to the task, the wrench shall be tested in completely removing and replacing the tractor's

ROPS/FOPS provisions in not greater than 60 minutes, by a team of three workers.  Nonconformance to 3.2.4.3.4, any major failure (see

6.8.10), or the inability to complete the task as described shall constitute failure of this test.

Paragraph changed to reflect other options to test the impact wrench (next to last sentence only):

The contractor shall demonstrate, or provide evidence of, the wrench's compliance with minimum parameters for performance, as specified.

 Additionally, to demonstrate its suitability to the task, the wrench shall be tested either in completely removing and replacing the

tractor's ROPS/FOPS provisions in not greater than 60 minutes, by a team of three workers, or some other Government approved method.

Nonconformance to 3.2.4.3.4, any major failure (see 6.8.10) or the inability to complete the task as described shall constitute failure

of this test.

                                               *** END OF NARRATIVE A 004 ***
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